Series Nom. Size  Max. Flow  Max. Pressure  Solenoid Mechanical Manuel Hydraulic ~ Pneumatic Publication

inch US gpm psi Operation  Operation  Operation Operation  Operation
Direct Operated Directional Valves
A4D01 design B 1/4" 21 5000 v v v v v 4-AM 3060-C
A4D02 design B 3/8" 37 4500 v v v v 4-AM 3300-B
A4D03 5/8" 80 5000 v v 4-AM 3510-B
A4D06 3/4" 185 5000 v v 4-AM 3710-C
2D10 (A3D10) 1-1/4" 210 5000 v v 4-EN 3850-A
WM 43-20" 3/4" 66 5000 v v 4-EN 3900-A
WM 43-30" 1-1/4" 119 5000 v v
WM 43-501 2" 211 5000 v v
WM 43-63" 2-1/2" 317 5000 v v
") sea water proof, for marine winches. For flange and subplate mounting. No Cetop configuration
Pilot Operated Directional Valves
A4DO2V 3/8" 45 4500 v v 4-AM 3350-A
A4D03 5/8" 80 5000 v v 4-AM 3510-B
A4D06 3/4" 185 5000 v v 4-AM 3710-C
2D10 (A3D10) 1-1/4" 210 5000 v v 4-EN 3850-A
Series Nom. Size Max. Flow Max. Proportional ~ Hydraulic  Note Publication

inch gom @ Ap 73 psi_ Pressure  Solenoid Operation
Proportional Directional Valves
4DPO01 1/4" 8 5000 Open and closed loop 4-EN 315-E
4DP01 (OBEY) 114" 8 5000 v Open loop 4-EN 3160-A
4DPEO01 (w/o & with 1/4" See publication 350 v Open loop 4-EN 3180-A

OBE*) page 6

4DP02 design B 3/8" 21 4500 v Open and closed loop 4-EN 3410-A
4DP03 -EMH 5/8" 53 5000 v v Open loop 4-EN 3600-C dig.
4DP03 (OBE*) 5/8" 132 5000 v 4-EN 3605-A
4DP0O3-T 5/8" 53 5000 v Closed loop 4-EN 3610-B
4DP06 - E/H 3/4" 106 5000 v v Open loop 4-EN 3800-C dig.
4DP06 (OBE*) 34" 185 5000 v 4-EN 3805-A
4DP06 - T 3/4" 106 5000 v Closed loop 4-EN 3810-B
Pressure Compensators
SPCO1 1/4" v 2- and 3- way compensators 4-EN 315-E
SPCO1 1/4" v 2- and 3- way compensators 4-EN 3160-A
SPC02 3/8" v 2- and 3- way compensators 4-EN 3410-A
SPCO03 5/8" 4 2- and 3- way compensators 4-EN 3600-C dig.
SPCO06 3/4" v 2- and 3- way compensators 4-EN 3800-C dig.

* OBE: with on-board electronics




