Series Nom. Size Max Flow Max Pressure Subplate Threaded Flange Cartridge Publication
inch US gpm psi Mounting  Body  Mounting Mounting
Pressure Relief Valves
R1E02 (rem. contr.) 1/4" 1.0 5000 v v v 3-EN 205-C
RCV (remote contr.) 1/4" 53 725 v FI-EN 103-A
P2 & 4VP01 1/4" 1.3 5000 v 3-EN 2200-B dig.
4VPO1 (wio & with OBE?) 1/4" 1.3 5000 v 3-EN 2200-C
R1EPO1 1/4" 26 5000 v 3-EN 225-A
Y 3/8", 1", 1-1/4" 24,80, 158 5000 v v v 3-EN 2400-B
R4VP 3/8", 1", 1-1/4" 24,80, 158 5000 v v’ 3-EN230-B
R5V -2 port 3/8", 1", 1-1/4" 24,80, 158 5000 v 3-EN 2850-B
R5V - 3 port 3/8", 1", 1-1/4", 24, 80, 158, 3000/5000 v 3-EN 2900-C dig.
1-1/2" 158
CVC, CVD 1", 1-1/4" 80, 158 5000 v 3-EN 2450-A
Unloading Valves
R4U 3/8", 1", 1-1/4" 24,80, 158 5000 v v v 3-EN 2500-C dig.
R5U - 3 port 3/8", 1", 1-1/4", 24, 80, 158, 3000 v 3-EN 2900-C dig.
1-1/2" 158
CUC, CUD 1", 1-1/4" 80, 158 5000 v 3-EN 2550-A
Sequence Valves
R4S 3/8", 1", 1-1/4" 24,80, 158 5000 v v v’ 3-EN2600-A
R5S - 2 port 3/8", 1", 1-1/4" 24,80, 158 5000 v 3-EN 2850-B
R5S - 3 port 3/8", 1", 1-1/4" 24, 80, 158 3000 v 3-EN 2900-C dig.
Pressure Reducing Valves
4RPO01 (wio & with OBE*) 1/4" 2.6 1450 v 3-EN 2800-C
R4R 3/8", 1", 1-1/4" 24,80, 158 5000 v v v' 3-EN2700-B
R5R - 2 Port 3/8", 1", 1-1/4" 24,80, 158 5000 v 3-EN 2850-B
3-Way Vent Valve
V01 1.0 5000 3-EN 2150-A

* OBE: with on-board electronics




